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Introduction

The SKW72 EVB offers a quick and easy way to evaluate the SKW72 module and the
SKW72 is a 802.11n/ b/g AP WiFi module.
The Evaluation Kit is including the following items:
One SKW72 module.
One SKW72 EVB.
One DC adaptor with micro USB connector cable.
One WIFI antenna.
This Manual.
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EVB Details

This section describes the various interfaces and switch settings for the SKW72-EVB
board.
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1. Table EVB details.
No. Connector Function Discription
1 DC Power Connector DC 6-15V Input
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2 Micro USB Power Cconnector USB DC 5V Input
3 USB Type-B Port for USB to UART UARTO:USB TO TTL
4 Micro USB Port for USB to UART UART1:USB TO TTL
5 USB Type-A Port USB Slave Device
6 RJ45 Port LAN Port
7 RJ45 Port WAN Port
No. Function Discription No. Function Discription
8 5V Power LED 21 WPS Push Button
9—12 LAN LED 22 Reset Push Button
13 WAN LED
14 System LED 23 USB 5V Header
15 WPS LED 24 Module 5V Header
16 USB Device LED 25 Module 3.3V Header
17 Wireless LED
18 3. 3V Power LED 26 12S & I12C Header
27 UART Header
19 5V Power Switch
20 3.3V Power Switch

1. Logging in to the Module Web

1) Connected SKW72 LAN port and PC's RJ45 port;
2) Setup IP address:
Step 1: Right-click the “local connection. This pic is chinese version.

Step 2: Click “attribute”
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Step 3: Click “internet protocol(TCP/IP)”
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Step 4: Set IP address Manually
Internet #MAEE 4 (TCP/IPvd) BtE X

=H1
IEREISIINEE | WETLIERSEER 1P 28, S REENH
EEREESNREESM IP RE.

() EFEEE IP #54H0)
@ EFETFES 1P HEHS):

1P Hudk(l): 192 168 . 1 . 112
FRIEEEE(U): 255 ,255.255. 0
LA RED): 192 .1868. 1 . 1

3) Check IP address according to the yellow tag in the pic.
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4) Web browser address:

« OO Nttp://192.168.1.1/
5) User account: admin
Password: password

“http: //192.168.1.1”
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2. Setup “Setup Guide”

a. Click “Setup guide”, to enter configuration:

With this guide, you can set the basic network parameter which is needed when
surfing the Internet. Even though you are not know well about network and this
product, you can finish setting easily according to the ti
can quit this Wizard, and choese setting options which you need modify and go
ahead

If you are a expert, you

quit the wizard T—%

b. Click “ F—2”, and then enter into LAN port setting:
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IP address: 19216811

subnet mask: I255.255.255.0

default gateway: ”1“92.158‘.1‘.1

DHCP serve: forbidden ® start

DHCP lease time: |72 B :E]

Padiresspool:  |192.168.1.2 |--[192.168.1.254

C.

Click “next step”, and then enter into wireless configuration:

wirsless status:

dentifier(S5ID):

information channel:

service set identifier broadcast:

stat ¥

SKWT1AP_T105A4

ITRa

802 11NGHT20 v
=1 I =

d. Click “next step”, setup finished.

3. Setup “Working mode”

Setting working pattern in this page«

® AP Client

Repeater
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1) AP mode
2) Repeater mode
3) Client mode

—. Setup “AP mode”

A. Click “Wireless setting”, enter into the “AP basic setting”:

This page is for the basic network parameter of the gateway settinge

mode: 802 11BG 802 11NGHT20 ® 802 11NGHT40 ' Disable
SSID broadeast Dizable ® Enable
SSID: SKWT1AP_7105A4

frequency band ch1l v

Beacon: 100 | (25 ~500)
rate: best M
power g5 ¥

B. Then enter into the “Security setting”:

Wireless security setting

This page configure the wireless network: security parameterso

Security options Forbidden '® Start

Certification type: I WPAMWPA2-PSK Mixed mode ¥ |

Cipher Type: TKIP ® CCMP AUTO
Pass Phrase: (1111111111

C. Click “Network parameter”, and then enter into LAN port setting:
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IP address: 192.168.1.1

subnet mask: I255.255 255.0

default gateway': .:l..92.158I.1..1

DHCP servi :'mbiddsn‘ C sm[.

DHCP lease time: |72 A

Padbresspool:  |192.168.1.2 |--[192.168.1.254

. Setup “Repeater mode”

Setting working pattern in this page«

AP Client '® Repeater

A. Click “Wireless setting”, enter into the “repeater mode”:

Configuration of this page connect to target AP

s |Cszan]
Current state: Disconnectad!

Secunty options: ® Forbidden Start
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B. Click “Scan”, enter into the “WLAN port setting”:

This page show scan AP

Select; Num SSID Channel Encryption Passpharse  SignalLevel Link Status
ChinaNet-gAf 2412GHz (Channel 1) wpa-wpalpsk-mied CCMPTKIP $9dBm  down
® 2 skylab03 3 2412 GHz (Channel 1) wpa-wpal-pskemized  CCMP 82dBm  down
3 YI-ap 2RAIEBFCFB34 2462 GHz (Channel 11)  wpal-psk CCMP 72dBm  down

4 SKYLABOL BC:DL:77:

2437 GHz (Channel 10) wpa-wpal-psk-mized  TKIPCCMP  -32dBm down

C. Select AP, Click “connect”:

D. Click “Wireless setting”, enter into “repeater mode™:

Configuration of this page connect fe target AP

SSID: |skylab03

!

Current state: Diseo:

Security options: ® Farbidden Start

E. Select security options, click “Start”:

SKW72-EVB-UM-001,A/1
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Configuration of this page connect to target AP

SS1D: [skylabi3
Current state: Disconnscted!

Security options: Forbidden '® Start

Cipher Type: TKIP '® CCMP AUTO

Centification type: | WPAMFA2 PEK Mixed made v |

Pass Phrase: !rnd12345l

F.Input password:

This page show scan AP«
Select; Num SSID MAC Channel Encryption Passpharse Sipnal Level Link Status
1 ChinaNet-3gAf  40F420:95:A1BA 2412 GHz (Channel 1) wpa-wpal-psk-mized  CCMPTKIF -89 dBm down
. 2 sloylab(3 88:25:03:3C27:83 2.412 GHz (Channel 1) wha-wpal-psk-mixed -32 dBm down
3 TI-AP 23 ALEBFCEB:34 2.462 GHz (Channel 11) wpal-psk -12 dBm down
4 SKYLAB®1 BC:D1:77:3C:37:38 2.457 GHz (Channel 10) wpa-wpal psk-mixeg TEKIPCCMP  -32dBm down
Connect || Scan || Return
Configuration of this page connect to target AP
SS1D: |skylab03
Current state: Disconnected!
Security options: Forbidden ® Start
Certification type: | WPAWPAZ-PSK Mixeg mode ¥
Cipher Type: O TKIP €& CCMES ©' AUTO
Pass Phrase: drnd1234~53 |
S
password
SKW72-EVB-UM-001,A/1
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G. Click “fR1F":

H. Click “Wireless setting”, enter into “repeater mode”:

Configuration of this page connect to targat AP

S8ID: skylab03
Current state: Disconnacted!

Security options: Forbidden '®' Start
Certification type: | WPANVPA2-PSK Mixed mode v |
Cipher Type: TKIP '® CCMP AUTO
Pass Phrase: Ernd12345l

1. Click “reflesh”, the current state: Connected!

SKW72-EVB-UM-001,A/1
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=. Setup “Client mode”

Configuration of this page connect to targst AP
$8ID: [skylab03
Current state: Connected!

Security options: Forbidden '® Start

Certification type: | WPAWPA2-PSK Mixed mode ¥

Cipher Type: TKIP ® CCMP AUTO
Pass Phrase: (rnd 12345

This page is for the basic network parameter of the gateway sattinge

mode: 802.11BG 802 11NGHT20 '® 802 11NGHT40
$SID broadeast: Disable ® Enable

S8ID: SKWT1AP

frequency band: |ch& ¥

Beacon: 100 (25 ~ 500)

rate: best v

power: 15 v

Disable

Note: reference setup “AP mode” and setup “repeater mode”.
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/4. Setup “System Tools”

Through uperading the software of the router. you will obtain new functions

current system e
& "W006_0331_8n"

wersion:

New Fimmmware | Browse |
Attention:the router pc“rer cannot be turn off during the upgm;r,_r_c:_ss: or it will
‘break the router and cannot work. After upgrate successfi the router will restart
autematiclly. Few munites will be needed for upgrading, please wait. /TD>

| upgrade |
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